
AD 80-21-06 
7GCAA
Applies to S/N's prior to 280-74.
7GCBC
Applies to S/N's prior to 604-74.
Inspect muffler assemblies for baffle cracking or 
deterioration.
Inspection required every 100 hrs of operation.

American Champion 7GCBC/7GCAA
Lycoming O320 Engine Pre 1974 
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3-1079 MUFFLER  WITHOUT TAILPIPE

4-1106 SHROUD  LEFT HAND

4-1103 SHROUD  RIGHT HAND

2-1538 TAILPIPE

1-8843 CLAMP

7-1093 STACK ASSY  FRONT

7-1094 STACK ASSY  REAR

77611 GASKET
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Inner flame tubes must be attached for the muffler to be 
serviceable.

Exhaust Systems  Engine Mounts  Carb Air Boxes
Shrouds Seats Piston Turbine Radial Vintage And More...

LEL NE CC EXE

(toll free) 1-888-388-8803    1-780-447-5955     Fax: 1-780-447-5980
sales@acornwelding.com     parts@acornwelding.com     www.acornwelding.com

(toll free) 1-888-388-8803    1-780-447-5955     Fax: 1-780-447-5980
sales@acornwelding.com     parts@acornwelding.com     www.acornwelding.com

©2010 Acorn Welding Ltd.

http://www.acornwelding.com
http://www.acornwelding.com
http://www.acornwelding.com/terms.htm

	Page 1

